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Wall distributors dinBox

Number of modules
Static Load [kg]

Loss performance [W]
door cover

5 0 0,6 9

8, 9 0 1,1 17

12, 13 0 1,6 25

18, 19 0 2,3 35

2x12, 2x13 0 2x1,6 42

2x18, 2x19 0 2x2,3 57

3x12 0 3x1,6 -

3x18 0 3x2,3 -

Symbols Used in the Catalogue

Total maximum current of distributor 60 A

Total maximum current of distributor 100 A

Maximum current of breaker 16 A

Maximum current of breaker 32 A

Material of distributor cover – halogenfree thermoplastic 
self-extinguishing V0

Transparent door colour

White door colour

Both wall and flush-mounted distributors dinBox
have been designed for the installation of breakers 
and other electric facilities (such as terminal 
clamps) installed on carrier bar DIN TS 35. The 
group of products dinBox includes two compact 
series, Orava and Lux, which will satisfy a variety of 
your requirements concerning installations in civil 
buildings and buildings in the service sector. We 
provide a wide range of modifications in the number
of installation modules – from 5 to 54 – so you will 
certainly find one that fits your needs most.

Serie Orava
° utility value is emphasised; 
° distributors contain two connecting bridges which 

enable simple interconnection of neutral and earth 
power supplies; 

° a great variety of models with the degree of 
protection IP 40;

° Orava includes wall models with the degree of 

protection IP 55 for safe use in harsh conditions;
° the temperature of environment -20 ÷ +70°C

Serie Lux 
° applicable mostly where the integrity of interior 

is an important decision factor for the selection of 
distributor; 

° characterised by a lower protrusion from the wall 
surface (standard 35 mm with each model) so the 
distributor is less perceptible;

° distributors contain two connection bridges which 
enable simple interconnection of neutral and earth 
power supplies; 

° a great variety of models with the degree of 
protection IP 40;

° the temperature of environment -20 ÷ +70°C
If you need to ensure protection against unauthorised 
manipulation with distributors dinBox, you will 
certainly find useful the sealing eye on the cover of
each distributor.
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Prote-
ction

Installation 
openings

No. of 
modules

Door
color

Type

Type \ [mm] A B C E F K L
661.05 116 156 93 72 112 90 47

Type \ [mm] A B C E F K L
663.08 195 195 90 140 140 144,5 47

Type \ [mm] A B C E F K L
665.12 303 212 98 260 142 230 47

Type \ [mm] A B C E F K L
667.18 410 260 98 340 192 335 47

IP 40
8 x Ø15
8 x Ø23
8 x Ø30

8

Lux
663.08

Lux
663/0/.08

IP 40
12 x Ø22
12 x Ø28
4 x Ø36

12

Lux
665.12

Lux
665/0/.12

IP 40

20 x Ø22
20 x Ø28
4 x Ø36

zadná 
stena:

12 x Ø22
12 x Ø28

18

Lux
667.18

Lux
667/0/.18

IP 40
6 x Ø15
6 x Ø23
6 x Ø30

5

Lux
661.05

Lux
661/0/.05

Lux 661.05

Lux 667.18

Lux 665.12

Lux 663.08
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Prote-
ction

Installation 
openings

No. of 
modules

Door
color

Type Lux 669.24

Type \ [mm] A B C E F K L
669.24 303 406 98 288 230 230 47

Type \ [mm] A B C E F K L
653.36 410 522 98 340 192 335 47

Type \ [mm] A B C E F K L
671.54 410 784 98 340 192 335 47

Type \ [mm] A B C E F K L
670.36 303 550 93 288 230 230 47

IP 40 18 x Ø22
10 x Ø36 24

Lux
669.24

Lux
669/0/.24

IP 40

20 x Ø22
20 x Ø28
4 x Ø36

back wall:
36 x Ø22
36 x Ø28

54

Lux
671.54

Lux
671/0/.54

IP 40

20 x Ø22
20 x Ø28
4 x Ø36

back wall:
24 x Ø22
24 x Ø28

36

Lux
653.36

Lux
653/0/.36

Lux 653.36

Lux 671.54

IP 40 18 x Ø22
10 x Ø36 36

Lux
670.36

Lux
670/0/.36

Lux 670.36
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Prote-
ction

Installation 
openings

No. of 
modules

Type

Orava 615.09, 616.09

IP 40
8 x Ø15
8 x Ø23
8 x Ø30

9 Orava
615.09

IP 55
8 x Ø15
8 x Ø23
8 x Ø30

9 Orava
616.09

IP 40
12 x Ø22
12 x Ø28
4 x Ø36

13 Orava
619.13

IP 55
12 x Ø22
12 x Ø28
4 x Ø36

13 Orava
620.13

IP 40 20 x Ø22
20 x Ø28
4 x Ø36

back wall:
12 x Ø22
12 x Ø28

19 Orava
623.19

IP 55 19 Orava
624.19

Type \ [mm] A B C E F K L
61x.09 197 197 95 140 140 160 47

Orava 619.13, 620.13

Orava 623.19, 624.19

Type \ [mm] A B C E F K L
619.13, 620.13 302 213 116 260 142 228 47

Type \ [mm] A B C E F K L
62x.19 410 262 150 340 192 334 47

IP 40
6 x Ø15
6 x Ø23
6 x Ø30

5 Orava
611.05

IP 55
6 x Ø15
6 x Ø23
6 x Ø30

5 Orava
612.05

Orava 611.05, 612.05

Type \ [mm] A B C E F K L
61x.05 118 156 95 72 112 90 47
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Prote-
ction

Installation 
openings

No. of 
modules

Type

Orava 631.38, 632.38

Type \ [mm] A B C E F K L
63x.38 410 525 150 340 192 334 47

IP 40 20 x Ø22
20 x Ø28
4 x Ø36

back wall:
24 x Ø22
24 x Ø28

38 Orava 
631.38

IP 55 38 Orava
632.38

Type \ [mm] A B C E F K L
63x.57 410 788 150 340 192 334 47

IP 40 20 x Ø22
20 x Ø28
4 x Ø36

back wall:
36 x Ø22
36 x Ø28

57 Orava 
633.57

IP 55 57 Orava
634.57

Orava 633.57, 634.57

IP 40 18 x Ø22
10 x Ø36 26 Orava

627.26

IP 55 18 x Ø22
10 x Ø36 26 Orava

628.26

Orava 627.26, 628.26

Type \ [mm] A B C E F K L
62x.26 304 405 146 288 230 228 47
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Prote-
ction

Installation 
openings

No. of 
modules

Door
color

Type Lux 643/1.05

IP 40 4 x Ø29 8

Lux
645/1.08

Lux
645/0/1.08

IP 40 4 x Ø29 12

Lux
621/1.12

Lux
621/0/1.12

IP 40 12 x Ø29 18

Lux
649/1.18

Lux
649/0/1.18

IP 40 2 x Ø25 5

Lux
643/1.05

Lux
643/0/1.05

Type \ [mm] A B C C1 K L
643/1.05 116 156 105 70 90 47

Lux 645/1.08

Lux 649/1.18

Lux 621/1.12

Type \ [mm] A B C C1 K L
649/1.18 410 260 106 71 335 47

Type \ [mm] A B C C1 K L
645/1.08 195 195 105 70 144,5 47

Type \ [mm] A B C C1 K L
621/1.12 303 212 105 70 230 47

Type \ [mm]
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Prote-
ction

Installation 
openings

No. of 
modules

Door
color

Type Lux 655/1.24

IP 40 16 x Ø29 24

Lux
655/1.24

Lux
655/0/1.24

Type \ [mm] A B C C1 K L
655/1.24 303 406 103 68 230 47

IP 40 2 x Ø20 5 Orava
643.05

IP 40 24 x Ø29 36

Lux
653/1.36

Lux
653/0/1.36

Lux 653/1.36

Orava 643.05

Type \ [mm] A B C C1 K L
653/1.36 410 522 106 71 335 47

Type \ [mm] A B C C1 K L
643.05 118 156 110 70 90 47

IP 40 24 x Ø29 36

Lux
657/1.36

Lux
657/0/1.36

Lux 657/1.36

Type \ [mm] A B C C1 K L
657/1.36 303 550 98 62 230 47
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Prote-
ction

Installation 
openings

No. of 
modules

Type

Orava 621.13

IP 40 4 x Ø29 13 Orava
621.13

IP 40 12 x Ø29 19 Orava
649.19

IP 40 16 x Ø29 26 Orava
651.26

Orava 651.26

Orava 649.19

Type \ [mm] A B C C1 K L
621.13 302 213 124 66 228 47

Type \ [mm] A B C C1 K L
649.19 410 262 155 66 334 47

Type \ [mm] A B C C1 K L
651.26 304 405 155 66 228 47

IP 40 4 x Ø29 9 Orava
645.09

Orava 645.09

Type \ [mm] A B C C1 K L
645.09 197 197 110 66 160 47
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Prote-
ction

Installation 
openings

No. of 
modules

Type

066102-00 661.05, 643/1.05 LUX 5 D

066302-00 663.08, 645/1.08 LUX 8 D

066502-00
665.12, 621/1.12
669.24, 655/1.24
670.36, 657/1.36

LUX 12 D

066702-00 667.18, 649/1.18
653.36, 653/1.36 LUX 18 D

066102-01 643/0/1.05 LUX 5 B

066302-01 645/0/1.08 LUX 8 B

066502-01
621/0/1.12

655/0/1.24, 669/0/.24
657/0/1.36, 670/0/.36

LUX 12 B

066702-01 649/0/1.18, 667/0/.18
653/0/1.36, 653/0/.36 LUX 18 B

Door LUX xx D

Order code For types Type

Plastic screw ORAVA 061904-00

Lock ECO ORAVA 0260-00

Door LUX xx B

619.13, 620.13, 
623.19, 624.19, 
627.26, 628.26, 
631.38, 632.38, 
633.57, 634.57, 
621.13, 649.19, 

651.26

0260-00

619.13, 620.13, 
623.19, 624.19, 
627.26, 628.26, 
631.38, 632.38, 
633.57, 634.57, 
621.13, 649.19, 

651.26

061904-00
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Order code For types Type Door ORAVA xx

061103-00 611.05, 612.05, 
643.05 ORAVA 5

061503-00 615.09, 616.09, 
645.09 ORAVA 9

061903-00
619.13, 620.13, 
627.26, 628.26, 
621.13, 651.26

ORAVA 13

062303-00

623.19, 624.19, 
631.38, 632.38, 
633.57, 634.57, 

649.19

ORAVA 19



Wall-mounted home 
distributors ACQUA IP 65
SEZ a. s. introduces a new ACQUA series of wall-mounted home distributors with a higher IP 
65 degree of protection. The distributors will find their use both indoor and outdoor in sur-
rounding temperatures between -25 °C to +85 °C, in an environment requiring a higher IP 
protection.

Distributors are supplied with the following characteristics:
•	 degree of protection: IP 65
•	 mechanical resistance: IK 08
•	 glow wire test resistance: 650 °C
•	 degree of self-extinguishability: HB (UL 94)
•	 applied standard: EN 60439-1-3
•	 the ACQUA series includes five different boxex with transparent doors: 
	 the 4, 8, 12, 26 and 42 module boxes
•	 boxes are supplied WITHOUT the neutral and PE bridges and without 
	 a metal lock. These, as well as other components, are supplied upon order.

K9

Manufacturer: SEZ a. s., www.sez.biz

Exclusive representation for the Slovak Republic:
SEZ-TRADE s. r. o., M. R. Štefánika 1831/46, 026 19 Dolný Kubín, SR
Phone: ++421 43 5809 226; ++421 43 5809 258; Fax: ++421 43 5809 503
e-mail: odbyt@sk.sez.biz

We get the currents.TM



Degree 
of protection

Number 
of modules

Type Acqua 3904 – T

Acqua 3908 – T

Acqua 3926 – T

Acqua 3912 – T

IP 65
 
 8 3908 – T

IP 65
 
 12 Acqua 

3912 – T

IP 65 26 3926 – T

IP 65 4 3904 – T

Type \ [mm] A B C
3904 – T 116 156 93

Type \ [mm] A B C
3908 – T 195 195 90

Type \ [mm] A B C
3912 – T 303 212 98

Type \ [mm] A B C
3926 – T 410 260 98



Degree 
of protection

Number 
of modules

Type

 Ordering 
code

For types Type

Acqua 3942 – T

PE bridge

Wall clip 3910

Metal lock 3900

Neutral bridge N

IP 65 42 3942 – T

Type \ [mm] A B C
3942 – T 303 406 98

		  3904 – T	 3900
		  3908 – T	
		  3912 – T
		  3926 – T
		  3942 – T

		  3904 – T	 RG 12
		  3908 – T	
		  3912 – T
		  3926 – T
		  3942 – T

		  3904 – T	 3910
		  3908 – T	
		  3912 – T
		  3926 – T
		  3942 – T

		  3904 – T	 SPTA – 12
		  3908 – T	
		  3912 – T
		  3926 – T
		  3942 – T
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